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ABOUT US

关于我们

我们是生产加油(加气)站设备,在氢能源,液化天然气,压缩天燃气,液化气,燃油,尿素,充电桩,家用储

能设备,工商业储能设备都有很大的发展和成果。如果你也是同道中人,如果你也对新能源感兴趣。

欢迎来到汇洋能源!  我们有ISO,CE,ATEX,PED,CMA,CPA防爆等证书。

愿我们的产品,我们的服务,能留在您深深的脑海里。

最好的质量,最好的服务和最优惠的价格,是我们的服务宗旨。期待您的光临!

We  are  the  gas  station  equipment  supplier  in  Hydrogen  Energy , Liquid  Natural  Gas ,

Compressed  Natural  Gas, Liquid  Petrol  Gas, Fuel,Adblue,EV  Charger ,Home  Energy  

Storage ,Industrial  Energy  Storage  area .

If  you  are  doing  the  same  range  business ,if  you  are  interested  in  new  energy ,

welcome you to visit us !

We  have  many  certificates  like  ISO,CE,ATEX,PED,EXPLOSION PROOF ,CMA,CPAand  so  on .

Wish  our  products ,our  service  can  give  you  a  strong  impression .

Well  Quality  We  Done ! Well  Service  We  Done ! Well  Price  We  Done ! 

We are WELLDONE GROUP. 

EV CHARGER
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WD070
OCPP1.6 / OCPP2.0

WD-ACU
AC Control Unit

WD-CCU-CCS
Charging Control Unit (CCS)

WD-CCU-CHAdeMO
Charging Control Unit (CHAdeMO)

WD-CCU-GBT
Charging Control Unit (GBT)

WD-PCU
Power Control Unit

TYPE 1 TYPE 2 GBT  AC

CCS-Adapter board CCS COMBO  T1 CCS COMBO  T2

Charging Module
N modules

WD-CHAdeMO-Ab
CHAdeMO-Adapter board

CHAdeMO

GBT DC

OCPP1.6/2.0

CONTROL UNIT

ADAPTER BOARD

CHARGING MODULE 

CHARGING GUN

产品
Product

图示
Picture

型号
Model number

产品特性
Product characteristics

控制系统

Control System

WD070

WD-CCU-GBT/CCS1/

CCS2/CHAdeMO

WD-PCU

WD-CHAdeMO-Ab

WD-CDZK-AC

              对接ocpp监控器，7寸触摸屏

Connect to ocpp monitor, 7 inch touch screen

国标/欧标/美标

GBT/CCS1/CCS2/CHAdeMO

输出功率控制器

Output power controller

日标转换板

CHAdeMO transfer board

欧标转换板

CCS  transfer board

 交流控制板

AC  controller board

CCS-Adapter board

 充电系统解决方案  EV Charger Solution

提供所有充电机生产装配所需的技术文件和附件产品，支持客户轻松进行本地化组装。

 Provide all technical documents and accessories to support customers in localized assembly.

www.hydispenser.com

www.hydispenser.com



插座类型
Socket type

电缆类型
Cable type

电流管理 Power flow management

APP远程控制
已注册一个或多个充电器
Remote Control by APP

one or multiple chargers registered

充电历史记录
（通过应用程序、即插即用、RFID 刷卡）

Charging History Record
(via app,plug and go,RFID swipe card)

日程 
Schedule 

负载均衡
Load Balance

能源计划
 Energy plan

充电器链接
charger link

卡 
card

  分享
sharing

设置
settings

重新开始
restart

在线旅行社
OTA

充电器名称Charger name

充电器状态Charger status

连接状态Connect status

功能&参数&历史记录
Functions&Parameters&History

功能Functions

充电按钮Charging button

帐号及语言设置
Account&language setting

超级家庭 SUPEREVSE-HOME

该应用专为充电站量身定制，结合了一系列实用功能,具有用户友好的界面，可提供简化、高效的电动汽车充电体验。

This app is tailored specifically for charging stations, marrying an array of practical functionalities,with a user-friendly interface for a streamlined, 

efficient EV charging experience.

负载均衡功能 Load balancing feature

添加充电器Add Charger

家用程序版本  Home Version App

www.hydispenser.com

www.hydispenser.com

SU



技术参数Parameter

参数性能表 Parametric Performance Table

项目Project

额定功率 Power rating

 充电接口类型 Charging interface type

输入输出电压 Input & Output voltage

输出电流 Output current

频率 Frequency

RFID可选择的optional

7KW(1 Phase)/ 11KW(3 Phase) /22KW(3 Phase)

GB/T 20234 /IEC 61851/SAE J1772/NACS

AC220V+10%(1 Phase)/ AC380V+10%(3 Phase)

16A/32A/50A

45-65Hz

7KW~22KW交流充电桩 AC Charging Pile

射频识别 RFID美标 Type 1 欧标 Type 2 国标 GBT  AC 特斯拉NACS碳钢表壳 Carbon Steel Case



7KW~22KW交流充电桩 AC Charging Pile

技术参数Parameter

参数性能表 Parametric Performance Table

项目Project

额定功率 Power rating

 充电接口类型 Charging interface type

输入输出电压 Input & Output voltage

输出电流 Output current

频率 Frequency

WIFI/4G/OCPP1.6/LAN可选择的optional

7KW(1 Phase)/ 11KW(3 Phase) /22KW(3 Phase)

GB/T 20234 /IEC 61851/SAE J1772/NACS

AC220V+10%(1 Phase)/ AC380V+10%(3 Phase)

16A/32A/50A

45-65Hz

碳钢表壳 Carbon Steel Case 射频识别 RFID美标 Type 1 欧标 Type 2 国标 GBT  AC 特斯拉NACS

SU



技术参数Parameter

参数性能表 Parametric Performance Table

项目Project

额定功率 Power rating

 充电接口类型 Charging interface type

输入输出电压 Input & Output voltage

输出电流 Output current

频率 Frequency

WIFI/4G/OCPP1.6/LAN可选择的optional

14KW(1 Phase)/ 22KW(3 Phase) /44KW(3 Phase)

GB/T 20234 /IEC 61851/SAE J1772/NACS

AC220V+10%(1 Phase)/ AC380V+10%(3 Phase)

16A/32A/50A

45-65Hz

碳钢表壳 Carbon Steel Case 射频识别 RFID美标 Type 1 欧标 Type 2 国标 GBT  AC 特斯拉NACS

双枪交流充电桩 Double Gun Ac Charging Pile



技术参数Parameter

参数性能表 Parametric Performance Table

项目Project

额定功率 Power rating

 充电接口类型 Charging interface type

输入输出电压 Input & Output voltage

输出电流 Output current

频率 Frequency

WIFI/4G/OCPP1.6/LAN可选择的optional

7KW(1 Phase)/ 11KW(3 Phase) /22KW(3 Phase)

GB/T 20234 /IEC 61851/SAE J1772/NACS

AC220V+10%(1 Phase)/ AC380V+10%(3 Phase)

16A/32A/50A

45-65Hz

7KW~22KW交流充电桩 AC Charging Pile

碳钢表壳 Carbon Steel Case 射频识别 RFID美标 Type 1 欧标 Type 2 国标 GBT  AC 特斯拉NACS

SU



射频识别 RFID美标 Type 1 欧标 Type 2 国标 GBT  AC碳钢表壳 Carbon Steel Case

技术参数Parameter

参数性能表 Parametric Performance Table

项目Project

额定功率 Power rating

 充电接口类型 Charging interface type

输入输出电压 Input & Output voltage

输出电流 Output current

频率 Frequency

WIFI/4G/OCPP1.6/LAN可选择的optional

GB/T 20234 /IEC 61851/SAE J1772/NACS

AC220V+10%(1 Phase)/ AC380V+10%(3 Phase)

16A/32A/50A

45-65Hz

14KW(1 Phase)/ 22KW(3 Phase) /44KW(3 Phase)

落地式 Floor-standing Type

特斯拉NACS

SU



落地式 Floor-standing Type

技术参数Parameter

参数性能表 Parametric Performance Table

项目Project

额定功率 Power rating

 充电接口类型 Charging interface type

输入输出电压 Input & Output voltage

输出电流 Output current

频率 Frequency

WIFI/4G/OCPP1.6/LAN可选择的optional

14KW(1 Phase)/ 22KW(3 Phase) /44KW(3 Phase)

GB/T 20234 /IEC 61851/SAE J1772/NACS

AC220V+10%(1 Phase)/ AC380V+10%(3 Phase)

16A/32A

45-65Hz

碳钢表壳 Carbon Steel Case

有效显示区域Active Display Area(H xV mm)

分辨率Resolution

屏幕高宽比Aspect Ratio

亮度Brightness

背光亮度Backlight Adjustment

角度Viewing Angle

背光配置Backlight Configuration

操作生命周期-mtbf（小时）Operation Life Cycle-mtbf(hours)

1211 x682

1920 x1080

16:9

2500 nits

自动（环境光传感器）Automatic(Ambient Light Sensor)

178°/178°

直射 Direct LED

50.000

射频识别 RFID美标 Type 1 欧标 Type 2 国标 GBT  AC 特斯拉NACS

SU



TYPE 1 TYPE 2 GB/T

美标 Type 1 欧标 Type 2 国标 GBT  AC SUHUKO/CEE/NEMA plug

技术参数Parameter

参数性能表 Parametric Performance Table

项目Project

额定功率 Power rating

 充电接口类型 Charging interface type

输入输出电压 Input & Output voltage

输出电流 Output current

频率 Frequency

3.5KW/7KW/9.6KW

GB/T 20234 /IEC 61851/SAE J1772/NACS

AC220V±15%

16A/32A/40A

45-65Hz

T2-T2 充电线 Charging Cable

电气性能Electrical Performance

额定电流Rated curren

工作电压Operation voltage

绝缘电阻Insulation resistance

接触电阻Contact Resistance

端子温升Terminal temperature rise

耐电压Witnstand voltage

16A/单相Single phase 32A/单相Single phase

250V/480V

>500MQ(DC500V)

0.5m2 Max

<50K

2000V

便携式充电器 Portable Charger

特斯拉NACS

SU

SU



TESLA TO GBTTYPE2 TO TESLA (AC) TYPE2 TO J1772 TYPE2 TO GBT

颜色Color

额定功率Rated Power

电流  Output Current

工作电压Operating Voltage

绝缘电阻 Insulation Resistance

接触电阻Contact Resistance

阻燃级Flame Retardant Grade

工作温度Operating Temperature

防护等级Protection Class

黑色Black

8KW max

32A max

110V~250V

＞1000mΩ

UL94-V0

-40℃~+85℃

IP54

＜5mΩ

引脚Pins

使用寿命Service life

塑料Plastic

储存温度Storage Temperature

插入力insertion force

认证Certification

保修Warranty

连接器Connector

铜合金，镀银Copper ally,silver plated

＞10000 times

PC+ABS

-30℃~50℃
45＜F＜80N

CE,TUV

12 months

TYPE2(AC)

双温度终止开关，当适配器达到 90℃时停止充电.
Dual temperature stop switch，Stops charging when the adapter reaches 90℃

TYPE2 TO TESLA (AC)

额定功率Rated Power

电流  Output Current

工作电压Operating Voltage

绝缘电阻 Insulation Resistance

接触电阻Contact Resistance

阻燃级Flame Retardant Grade

工作温度Operating Temperature

防护等级Protection Class

黑色Black

7KW max

32A max

250V AC

＞1000mΩ

UL94-V0

-40℃~+85℃

IP54

＜5mΩ

引脚Pins

使用寿命Service life

塑料Plastic

储存温度Storage Temperature

插入力insertion force

认证Certification

保修Warranty

连接器Connector

铜合金，镀银Copper ally,silver plated

＞10000 times

PC+ABS

-30℃~50℃
45＜F＜80N

CE,TUV

12 months

TYPE2(AC)

双温度终止开关，当适配器达到 90℃时停止充电.
Dual temperature stop switch，Stops charging when the adapter reaches 90℃

TYPE2 TO J1772

颜色Color

额定功率Rated Power

电流  Output Current

工作电压Operating Voltage

绝缘电阻 Insulation Resistance

接触电阻Contact Resistance

阻燃级Flame Retardant Grade

工作温度Operating Temperature

防护等级Protection Class

黑色Black

8KW/13KW max

32A max

240V/415V

＞1000mΩ

UL94-V0

-40℃~+85℃

IP54

＜5mΩ

引脚Pins

插入力insertion force

认证Certification

保修Warranty

连接器Connector TYPE2(AC)

双温度终止开关，当适配器达到 90℃时停止充电.
Dual temperature stop switch，Stops charging when the adapter reaches 90℃

TESLA TO GBT/TYPE2 TO J1772

颜色Color

外壳材料 Housing material

使用寿命Service life

储存温度Storage Temperature

铜合金，镀银Copper ally,silver plated

45＜F＜80N

CE,TUV

12 months

热塑性塑料Thermoplastic

＞10000 times

-30℃~50℃

充电转换头 Charging Adapter

SU



CCS2 To GBT Adapter Color

Rated Power

Current

Operating Voltage

Insulation Resistance

Contact Resisitance

Flame Retardant Grade

Operating Temperature

Protection Class

Black

200KW max

200A max

500-1000V

＞1000mΩ

UL94-V0

-40℃~+85℃

IP54

＜5mΩ

Pins

Service life

Sealing gasket

Storage Temperature

Weight

Certification

Warranty

Connector

Copper ally,silver plated

＞10000 times

silicon rubber

-30℃~50℃

2kg

12 months

CCS2(DC)

Single temperature stop switch
Stops charging when the adapter reaches 90℃

CE,TUV

CCS1 To CCS2 Adspter Color

Rated Power

Current

Operating Voltage

Insulation Resistance

Contact Resisitance

Flame Retardant Grade

Operating Temperature

Protection Class

Black

200KW max

Up to 200A max

1000V DC

＞1000mΩ

UL94-V0

-40℃~+85℃

IP54

5mΩ

Pins

Service life

Housing material

Storage Temperature

Protection Function

Certification

Warranty

Connector

Copper ally,silver plated

＞10000 times

Plastic

-30℃~50℃

Dustproof

CE,TUV

12 months

J1772(AC)

Dual temperature stop switch
Stops charging when the adapter reaches 90℃

CCS1 To GBT Adapter Black

200KW max

Up to 200A max

100-1000V DC

＞1000mΩ

UL94-V0

-40℃~+85℃

IP54

＜5mΩ

Copper ally,silver plated

＞10000 times

silicon rubber

-30℃~50℃

2kg

CE,TUV

12 months

CCS1(DC)

Dual temperature stop switch
Stops charging when the adapter reaches 90℃

Color

Rated Power

Current

Operating Voltage

Insulation Resistance

Contact Resisitance

Flame Retardant Grade

Operating Temperature

Protection Class

Pins

Service life

Sealing gasket

Weight

Certification

Warranty

Connector

Storage Temperature

TYPE2 To TESLA(DC) Color

Rated Power

Current

Operating Voltage

Insulation Resistance

Contact Resisitance

Flame Retardant Grade

Operating Temperature

Protection Class

Black

100KW max

200A max

500V

＞1000mΩ

UL94-V0

-40℃~+85℃

IP54

＜5mΩ

Pins

Service life

Storage Temperature

 Insertion Force

Certification

Warranty

Connector

Copper ally,silver plated

＞10000 times

-30℃~50℃

45＜F＜80N

12 months

TYOE2(DC)

Dual temperature stop switch
Stops charging when the adapter reaches 90℃

CE,TUV

Plastic PC+ABS

充电转换头 Charging Adapter
SU



20KW~60KW单枪充电桩
Single Gun Charging Pile

整机功率 Power

设备型号Model

执行标准Connector

单枪最大功率Max Power

急停按钮Emergency Stop Button

通信协议Communication Protocol

交流输入电压 Input Voltage

交流输入频率Frequency

输出电压范围 Output Voltage

IP防护等级Protection Grade

输出方式Power distribution

功率因数Power factor

模块峰值效率Peak efficiency

整机综合效率Overall efficiency

辅助电源auxiliary power supply

相对湿度humidness

软启动时间Soft startup time

输出电压误差Output voltage error

输出电流误差Output currenterror

稳压精度Voltage accuracy

稳流精度Steady flow accuracy

输出电压纹波系数Voltage ripple

均流不平衡度Currentsharing

负载调整率Load adjustment rate

电磁兼容要求Emc

操作方式Starting mode

绝缘电阻Insulation resistance

绝缘耐压Withstand voltage

显示方式Display screen

安装方式Installation mode

工作温度Operating temperature

充电枪长度Charging gun length

谐波总畸变率Harmonic distortion

技术参数Parameter

20kw/30kW/40kW/60kW

WDHY-1000V-20kW~60kW

国标/欧标/日标/美标 GBT/CCS1/CHAdeMO/CCS2

60kw

有 Yes

OCPP1.6J或其他 or others

380V(-25%,+25%)AC

50Hz士10%

50V~1000VDC

IP54

≥0.99

95.5%

94%

12V

≤95%

3-8S

≤士0.5%

≥30A时，≤+1%;<30A时，≤±0.3A.

≤0.5%

≤1%

≤1%

≤5%

≤1%

GB/T 19826-2014:5.4

刷卡/小程序扫码 Swipe card/small program scan code

>10MΩ

AC2500V

7寸触摸显示屏  7"touch screen

落地 Floor

-35℃~+55℃

5m/7m/8m

≤5%

单枪Single gun



60KW~160KW双枪充电桩
Double Gun Charging Pile

整机功率 Power

设备型号Model

执行标准Connector

单枪最大功率Max Power

急停按钮Emergency Stop Button

通信协议Communication Protocol

交流输入电压 Input Voltage

交流输入频率Frequency

输出电压范围 Output Voltage

IP防护等级Protection Grade

输出方式Power distribution

功率因数Power factor

模块峰值效率Peak efficiency

整机综合效率Overall efficiency

辅助电源auxiliary power supply

相对湿度humidness

软启动时间Soft startup time

输出电压误差Output voltage error

输出电流误差Output currenterror

稳压精度Voltage accuracy

稳流精度Steady flow accuracy

输出电压纹波系数Voltage ripple

均流不平衡度Currentsharing

负载调整率Load adjustment rate

电磁兼容要求Emc

操作方式Starting mode

绝缘电阻Insulation resistance

绝缘耐压Withstand voltage

显示方式Display screen

安装方式Installation mode

工作温度Operating temperature

充电枪长度Charging gun length

谐波总畸变率Harmonic distortion

技术参数Parameter

60kw/80kW/120kW/160kW

WDHY-1000V-60kW~160kW

国标/欧标/日标/美标 GBT/CCS1/CHAdeMO/CCS2

60kw

有 Yes

OCPP1.6J或其他 or others

380V(-25%,+25%)AC

50Hz士10%

50V~1000VDC

IP54

≥0.99

95.5%

94%

12V

≤95%

3-8S

≤士0.5%

≥30A时，≤+1%;<30A时，≤±0.3A.

≤0.5%

≤1%

≤1%

≤5%

≤1%

GB/T 19826-2014:5.4

刷卡/小程序扫码 Swipe card/small program scan code

>10MΩ

AC2500V

7寸触摸显示屏7"touch screen

落地 Floor

-35℃~+55℃

5m/7m/8m

≤5%

单枪/双枪平均功率分配Average power distribution single/double gun



160~240KW双枪充电桩
Double Gun Charging Pile

整机功率 Power

设备型号Model

执行标准Connector

单枪最大功率Max Power

急停按钮Emergency Stop Button

通信协议Communication Protocol

交流输入电压 Input Voltage

交流输入频率Frequency

输出电压范围 Output Voltage

IP防护等级Protection Grade

输出方式Power distribution

功率因数Power factor

模块峰值效率Peak efficiency

整机综合效率Overall efficiency

辅助电源auxiliary power supply

相对湿度humidness

软启动时间Soft startup time

输出电压误差Output voltage error

输出电流误差Output currenterror

稳压精度Voltage accuracy

稳流精度Steady flow accuracy

输出电压纹波系数Voltage ripple

均流不平衡度Currentsharing

负载调整率Load adjustment rate

电磁兼容要求Emc

操作方式Starting mode

绝缘电阻Insulation resistance

绝缘耐压Withstand voltage

显示方式Display screen

安装方式Installation mode

工作温度Operating temperature

充电枪长度Charging gun length

谐波总畸变率Harmonic distortion

技术参数Parameter

160kW/180kW/210kW/240kW

WDHY-1000V-160kW/180kW/210kW/240kW

国标/欧标/日标/美标 GBT/CCS1/CHAdeMO/CCS2

80kw

有 Yes

OCPP1.6J或其他 or others

380V(-25%,+25%)AC

50Hz士10%

50V~1000VDC

IP54

≥0.99

95.5%

94%

12V

≤95%

3-8S

≤士0.5%

≥30A时，≤+1%;<30A时，≤±0.3A.

≤0.5%

≤1%

≤1%

≤5%

≤1%

GB/T 19826-2014:5.4

刷卡/小程序扫码 Swipe card/small program scan code

>10MΩ

AC2500V

7寸触摸显示屏7"touch screen

落地 Floor

-35℃~+55℃

5m/7m/8m

≤5%

单枪/双枪平均功率分配Average power distribution



设备型号 Model :WDHY-T1/T2/T3/T4/T5

·T1 ：GBT+GBT   ·T2 ：CCS2+CHAdeMO  

·T3 ：CCS2+CCS2  ·T4 ：GBT+CCS2  

·T5 ：GBT+CHAdeMO

·型号齐全，全面涵盖国标、欧标、美标、日标系列产品。

·产品均为双插座设计，支持双枪充电测试。

·产品除自带负载外，也可另行接入外部负载。

·产品配备7寸触摸式液晶屏，且按键均带灯光，便于使用。

· Complete models, fully covering national standard, European standard,

 American standard, Japanese standard series products.

· All products are designed with dual sockets, supporting dual gun 

charging test.

· In addition to the built-in load, the product can also be connected to 

external loads.

· The product is equipped with a 7-inch touch LCD screen, and the 

keys are equipped with lights, easy to use.

项目Project 技术参数Parameter

直流负载功率 DC load power

交流负载功率 AC load power

执行标准Connector

直流步进功率Max Power

电流调节Current regulation

操作方式Starting mode

交流输入电压 Input Voltage

交流输入频率Frequency

噪声 Noise

显示方式Display screen

安装方式Installation mode

显示语言Display language

相对湿度humidness

工作温度Operating temperature

外形尺寸Outer dimension

海拔高度Altitude

10kW（CHAdeMO）、20kW（CCS1/CCS2）、40kW（GBT）

2.5kW（CCS1/CCS2）

国标/美标/日标/欧标    GBT/CCS1/CHAdeMO/CCS2

2.5kW（CHAdeMO）、5kW（GBT/CCS1/CCS2）

5A，10A，15A，20A

按键  Button

220V（-20%,+20%）AC

50Hz±10%

≤65dB  

7寸触摸显示屏 7 "touch screen

带轮子可移动  Mobile on wheels

中文/英文/俄文  Chinese/English/Russian

≤90%

-30℃～+60℃

C01：800mm*600mm*1100mm（宽*深*高）（W*D*H）

≤2000m（2000米以上需定制）OEM if more than 2000m

WDHY - CCS2 + CC S2-T

Tester

A/B socket type 

WDHUIYANG

电动汽车充电器测试仪 EV Charger Tester



插座组合表  Socket combination table

NO. Combination A B

单相插座
single phase socket

AC230V主电源按钮 
AC230V main power button

充电枪插座
Charging gun socket:
CHAdeMO/GBT/CCS1/CCS2

冷却风Cooling air

口 内置电阻及冷却风扇
inlet Built-in resistance and cooling fan

扩展负载按钮Extended load button

扩展负载DC+Extended load DC+

扩展负载DC-Extended load DC-

AC230V电源输入  power input

外观介绍 Appearance introduction

操作显示Operation display

数显表：显示充电电压电流
Digital display meter: 
display charging voltage current

操作按钮Action button

辅助手柄auxiliary handle

散热口Heat dissipation vent

安装4个万向轮Install 4 universal wheels

GBT+GBT

CHAdeMO+CHAdeMO

CCS1+CCS1

CCS2+CCS2

GBT+CHAdeMO

GBT+CCS1

GBT+CCS2

CHAdeMO+CCS1

CHAdeMO+CCS2

CCS1+CCS2

1

2

3

4

5

6

7

8

9

10

电动汽车充电器测试仪 EV Charger Tester



双向V2G充电桩  Two-Way V2G Charging Pile

支持多种充电模式：自动充电，预约充电，按电量充电，按时间充电，按金额充电。

BMS 电压 12V，兼任市面所有车型。

采用非接触式刷卡装置。并且对卡片实现硬件加密认证处理，保证卡片账户数据安全。

具有与监控系统通讯的功能，可实现充电信息上传。

产品性能与特点Product Performance and Characteristics

交流母线侧

AC bus side
均流equalize Current

功率因数power Factor

THD

不平衡度Degree of imbalance<±5%

≥0.99 50％～100％输出功率、标称输入电压和频率
Output power, rated input voltage and frequency

≤5％ @50％～100％满载输出功率Full load output power

Supports multiple charging modes: automatic charging, scheduled charging, charging by 

power, time or amount.

BMS voltage 12V, suitable for all car models on the market.

Using non-contact card device. And the card realizes hardware encryption authentication 

processing to ensure the security of card account data.

It has the function of communicating with the monitoring system and can realize the 

uploading of charging information.

电池侧

Battery side

输入输出功率Input/Output Wattage

电压范围voltage range

电流范围 Current range

额定电流Rated current

均流equalize current

稳压精度Voltage stabilization accuracy

稳流精度Current stabilization accuracy

效率(满载)Efficiency (full loading)

22kW（电压 voltage150Vdc~1000Vdc）

150Vdc-1000Vdc

0-73A

22A@1000V

不平衡度 Degree of imbalance<±5%

＜±0.5％

≤±1％（输出负载 Output Load20％～100％额定范围Rated range）

> 94.5%（Rated voltage1000Vdc，50％～100％Load Current）

名称 Name  项目 Item 技术指标  Specification 

名称 Name  项目 Item 技术指标  Specification 

输入输出功率input/output Wattage

电压范围voltage Range

电网频率grid Frequency

额定电流rated Current

22kW（电压voltage260Vac~530Vac）

260Vac~530Vac

45Hz~65Hz

33A

双向AC/DC充电系统利用电动汽车特有的储能功能与电网的双向互动，利用大量电动汽车的储能装置作为电网和可再生能源的缓冲。

Two-way AC/DC charging systems make use of the interaction between the EV's unique energy storage capabilities and the grid, by using a 

large number of EV energy storage devices as a buffer between the grid and renewable energy sources.



WD系列储能系统 WD Series Energy Storage System    

5500W/10KWH家用储能系统  Home Energy Storage System

220V/48V（PV ）输入电压 Input voltage

输出电压 The output voltage 220V

负载功率 Load power 5500W

峰值效率Peak efficiency 93%

输出频率 Output frequency 50Hz

参数 Parameter 产品规格 Specification

高损耗电压High loss voltage 280Vac±7V

高损耗返回电压High Loss Return Voltage 270Vac±7V

过载保护 Humidity
5s@+150%负荷; 10s @ 110%~150%负荷 

5% TO 95% RELATIVE HUMIDITY (NON-CONDENSING)

-10°C-50°C

-15°C-60C

工作温度Operating Temperature

储存温度Storage Temperature



搭配太阳能光伏发电系统，解决无电痛点，灵活用电

With solar photovoltaic power generation system, it can solve the pain point of no electricity and flexible power supply 

WD系列储能系统 
WD Series Energy Storage System   

Hybrid inverter

PV Array

Grid

Web App

eSolar Portal

Lithium Battery

Wi-Fi/4G/Ethernet

光伏解决方案图 PV Solutions Diagram

Gas station

Business

Factory

AC Distribution Box

5~10KWH Home Energy Storage Equipment

5KW Inverter

5~10KWH Energy Storage Battery

Household (mains) Power Storage System

2~3KW Solar Photovoltaic Power Generation System

5 ~10KWH 家用储能设备

5KW逆变器

5-10KWH储能电池

家用（市电）储电系统

2-3KW太阳能光伏发电系统

10~50KWH Commercial Energy Storage Equipment

5-30KW Inverter

10-50KWH Energy Storage Battery

Commercial (mains) Power Storage System

10-30KW Solar Photovoltaic Power Generation System 

5-30KW逆变器 

10-50KWH储能电池

商用（市电）储电系统

10-30KW太阳能光伏发电系统

10~50KWH 商用储能设备

600~1000KWH Industrial Energy Storage Equipment 

180KW逆变器

500-1000KW储能柜

100-500KW太阳能光伏发电系统

180KW Inverter

500-1000KW Energy Storage Cabinet

100-500KW  Solar Photovoltaic Power Generation System

600~1000KWH 工业储能设备



5~50KWH家用储能系统 
Home Energy Storage Equipment

5500W/10KWH家用储能系统  Home Energy Storage System

壁挂式Wall-mounted

塔式Tower

220V/48V（PV ）输入电压 Input voltage

输出电压 The output voltage 220V

负载功率 Load power 5500W

峰值效率Peak efficiency 93%

输出频率 Output frequency 50Hz

参数 Parameter 产品规格 Specification

高损耗电压High loss voltage 280Vac±7V

高损耗返回电压High Loss Return Voltage 270Vac±7V

过载保护 Humidity
5s@+150%负荷; 10s @ 110%~150%负荷 

5% TO 95% RELATIVE HUMIDITY (NON-CONDENSING)

-10°C-50°C

-15°C-60C

工作温度Operating Temperature

储存温度Storage Temperature



便携式太阳能电池板 Portable Solar Panel

Folding Module

Encapsulation

Maximum Power PmaX

Maximum Power Voltage (vmp)

Maximum Power Current (lmp)

Open Circuit Voltage (Voc)

Short Circuit Current (lsc)

Cell Effciency

Dimension (mm)

Dimension when Folded (mm)

Weight

Tolerance

Max System Open Circuit Voltage

Operate Temperature Range

Relative Humidity

Optional accessories

超轻太阳能电池板 ULTRA LIGHT SOLAR PANEL(CSUL)

ULTRA LIGHT SOLAR PANEL(CSUL)

便携式太阳能电池板  PORTABLE SOLAR PANNEL(CSSP)

±3%

1000V

-40℃~+85°C

0~100%

Folding Module

Encapsulation

Maximum Power PmaX

Maximum Power Voltage (vmp)

Maximum Power Current (lmp)

Open Circuit Voltage (Voc)

Short Circuit Current (lsc)

Cell Effciency

Dimension (mm)

Dimension when Folded (mm)

Weight

CSSP-70W

70W

20V

3.5A

23.6V

3.85A

22.590

862x540x15mm

540x455x30mm

2.5KG

5A

23.6V

5.5A

22.590

1241x550x15mm

550x620x30mm

3.1KG

11A

23.6V

12.1A

22.597o

1760x783x30mm

783x475x50mm

7.3KG

10A

23.6V

11A

22.590

2370x550x15mm

550x620x40mm

6.1KG

8A

23.6V

8.8A

22.590

1805x595x15mm

595x475x40mm

5.6KG

7A

23.6V

7.7A

22.590

1678x548x15mm

550x455x40mm

4.4KG

CSUL-50W

50W

20V

2.5A

23.6V

2.75A

22.50o

740x442x15

442x370x25

1.6KG

CSUL-80W

80W

20V

4A

23.6V

4.4A

22.59o

1040x550x15

520x550x40

3.1KG

CSUL-100W

100W

20V

5A

23.6V

5.5A

22.50o

1680x425x15

425x375x40

3.3KG

CSUL-120W

120W

20V

6A

23.6V

6.6A

22.500

1556x550x15

525x550x40

4.1KG

CSUL-150W

150W

20V

7.5A

23.6V

8.25A

22.500

1645x570x15

570x546x40

4.5KG

CSUL-160W

160W

20V

8A

23.6V

8.8A

22.500

1633x570x15

570x550x40

4.85KG

200W

20V

10A

23.6V

11A

22.500

2205x570x15

570x550x40

6KG

CSUL-250W

250W

20V

12.5A

23.6V

13.75A

22.59o

2805x555x15

555x555x50

8.45KG

CSUL-300W

300W

20V

15A

23.6V

16.5A

22.500

3300x60x15

600x600x70

9.5KG

CSUL-200W

ETFE/EVA/Cell/EVA/Fiberglass

PORTABLE SOLAR PANEL(CSSP)

CSSP-100W

100W

20V

CSSP-220W

220W

20V

CSSP-200W

200W

20V

CSSP-160W

160VV

20V

CSSP-140W

140W

20V

ETFE/EVA/Cell/EVA/Fiberglass



It can be powered by AC and DC, and it can be used for household appliances, support wireless charging of mobile phones, meet the 

needs of mobile office and lighting, and solve the daily power consumption.

It is used for outdoor activities. It is portable and easy to operate. It is easy to maintain and very convenient. 

We can do OEM for you, including outer appearance, color and capacity.

交直流两用，可使用适用于家用电器，支持无线充电手机，满足移动办公需求和照明，解决日常用电问题。它用于户外活动。 它便携且简单操

作。 它易于维护，非常方便。我们可以为您做OEM，包括外观，颜色和容量。

600-3000W移动电源 600-3000W Mobile Power

WD系列移动电源 WD Series Mobile Power

直流输入电压 DC input voltage DC5521 12/24V   1-15A  Type-C

交流输出电压 AC output voltage AC100V±5%  AC220V±5%

交流输出功率 AC output power 200W/300W/600W/1200W/1500W/2000W/3000W

正弦波 Sine wave 

USB1输出 Output QC3.0 MAX 18W 12V/1.5A；

 USB2输出 Output QC3.0 MAX 18W 12V/1.5A

 TYPE-C1输出 Output PD/QC3.0 MAX 30W 12V/2.5A

DC12V输出 DC 12V output DC1 DC2 输出 Output 12V/10A MAX

TYPE-C输出/输入 Output /input TYPE-C接口   Port PD100W输出 Output

电芯 Electricity Core Lithium iron phosphate battery 磷酸铁锂电池/6Ah 

参数 Parameter 产品规格 Specification

交流输出波形 纯 AC output waveform

USB输出端口 USB output port 

300W

2000W 1500W 3000W

600W

1200W

600W

600W
1200W



100~2000KWH 工业储能设备
Industrial Energy Storage Equipment

30~300KW PCS系统

100-2000KW储能柜

100-3000KW太阳能光伏发电系统

BMS系统

EMS系统

100~2000KWH 工业储能设备

30~300KW PCS System

100-2000KW Energy Storage Cabinet

100-3000KW Solar Photovoltaic Power Generation System

BMS System

EMS System  

100~2000KWH industrial energy storage equipment



快充户外太阳能移动电源

25000毫安大容量
25000 mAh large capacity

Fast charging outdoor solar power bank

25000毫安大容量
25000 mAh large capacity

折叠太阳能面板：4块新升级太阳能面板充电功率*4倍

2种充电模式: 充电线输入,太阳能充电

电池类型：锂聚合物电池     电芯类型聚合物锂离子电芯

颜色：橙色,蓝色,黑色

充电功率：PD18W

电源容量：10000毫安，20000毫安，25000毫安

Power button

Folding solar panel

Solar panel

Solar indicator light

Power indicator light

Foldable solar panels: 4 new upgraded solar panels charging power*4 times

2 charging modes: charging cable input, solar charging

Battery Type: Li-Polymer Battery Cell Type Polymer Li-Ion cell

Color: Orange,Blue,Black

Charging power: PD18W

Power capacity: 10000 mAh, 20000 mAh, 25000 mAh
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SU

We  are  the  gas  station  equipment  supplier  in  Hydrogen  Energy , Liquid  Natural  Gas ,

Compressed  Natural  Gas, Liquid  Petrol  Gas, Fuel,Adblue,EV  charger ,Home  Energy  

Storage ,Industrial  Energy  Storage  area .If  you  are  doing  the  same  range  business ,

if  you  are  interested  in  new  energy ,welcome you  to  visit  us !

We  have  many  certificates  like  ISO,CE,ATEX,PED,TUV,PEI,CPA,CMA,Explosion  

proof  certificates  and  so on. We  have  our  own  Patent  and  copyrights.

Wish  our  products ,our  service  can  give  you  a  strong  impression .

Well  Quality  We  Done !Well  Service  We  Done !Well  Price  We  Done !

We  are  Welldone  Group !

ABOUT  US

HONOR

Fuel Dispenser ATEX LNG Dispenser ATEX LNG Dispenser PEDMobile Gas Station ATEX Submersible Turbine 
Pump ATEX

Junction Box ATEX

Factory ISOLNG Dispenser Explosion 
Proof CMA

PQR Test ReportRadiographic Examination 
Report

CNG Dispenser Explosion 
Proof CMA 

Patent Certificates For 
Management System

CNG Dispenser CE Fuel Dispenser CELNG Dispenser CE LPG Dispenser CE PEIEV Charger TUV

LNG Dispenser CPA CNG Dispenser CPA Welldone Copyrights

Mass Meter ATEX Mobile Gas Station CE Adblue Dispenser CEPositive Displacement 
Meter CE

LPG dispenser ATEX-D LPG dispenser ATEX-B
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